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PRESSURE-DISTRIBUTION MEASUREMENTS ON THE HULL AND FINS OF A 1/40-
SCALE MODEL OF THE U. S. AIRSHIP “AKRON” "

By HvueeH B. FrEEMAN

SUMMARY

This report presenis the results of measurements of
pressure distribution conducted in the propeller-research
wind tunnel of the National Advisory Committee for
Aeronautics on a 1[/40-scale model of the U. S. airship
“Akron” (“ZRS-4"). The pressures, which were
measured simultaneously at nearly 400 orifices located
at 26 stations along one side of the hull, were recorded
by two photographic multiple manometers placed inside
the model. The hull pressures were measured both with
and without the tail surfaces and the conirol car for
etght angles of pitch varying from 0° to 20° and at air
speeds of approximately 70 and 100 miles per hour.
The pressures were also measured at approzimately 160
orifices on one horizontal fin for the above speeds and
pitch angles and for nine elevator angles.

The integrated transverse forces and the integrated
moments about the center of buoyancy were in good
agreement with the forces and moments measured on
the balances in the force tests. The pressural drag of
the hull was found to be practically zero within the
accuracy of the tests. The pressure forces on the after
portion of the hull in the presence of the tail surfaces
were found: to contribute more than 40 per cent of the
total fin moments measured in the force tests. Negative
pressures as greal as seven limes the dynamic pressure
of the undisturbed air stream were measured on the
leading edge of the horizonial fin at the 20° pitch angle
with 20° down elevator.

INTRODUCTION

A knowledge of the pressure distribution over air-
ship forms is of interest primarily to the airship de-
signer in determining the stresses in the hull structure,
the most important of which are due directly or in-
directly to the aerodynamic forces on the hull. Ex-

perimental pressure-distribution results are also useful

in checking theoretical methods of calculating the
pressures on streamline forms, in checking the forces
and moments measured on the balances in wind-
tunnel tests and, indirectly, in computing the fric-
tional forces on the surface of the hull. Previous
measurements of pressure distribution on good stream-
line shapes at 0° pitch angle have shown that the

resultant of the normal forces on the hull is practically
zero; whereas, the tangential or frictional forces
constitute nearly the entire drag of the hull.

The subject tests are & part of a program of research
undertaken at the request of the Bureau of Aero-
nautics, Navy Department, on a 1/40-scale model of
the U. S. airship Akron (ZRS-4), with the object
of determining: (1) The forces and pitching moments
on the bare hull and on the hull fitted with two
different sets of tail surfaces, (2) the elevator forces
and hinge moments, and (3) the pressure distribution
over the hull and fins. This program was later
extended to include (4) the measurement of total
head in the boundary layer at ten stations on the
hull. The results of (1) and (2) are presented in
reference 1, those of (3) are the subject of the present
report, and the results of the boundary-layer tests
are given in reference 2. '

The unusually large size of the model, 19.62 feet in
length and 3.33 feet in maximum diameter, allowed the
tests of pressure distribution to be conducted at a larger

-Reynolds Number than has previously been obtained

in model tests of a similar nature. The large model
also permitted the multiple manometers, which record
simultaneously 400 pressures, to be installed inside the
model, thus greatly expediting this work. The tests
were conducted in the 20-foot propeller-research wind
tunnel of the National Advisory Committee for Aero-
nautics and were completed in July, 1931.

APPARATUS AND TESTS

The model, built in the shops of the Washington
Navy Yard, is of hollow wooden construction having
36 sides over the fore part of the hull fairing into 24
sides near the stern. The length of the hull is 19.62
feet, the maximum diameter 3.33 feet, and the fineness
ratio 5.9. The principal dimensions of the hull and
fins are given in Table I. Four hundred pressure ori-
fices, distributed among 26 stations, were placed along
one side of the hull. The location of the stations and
the distribution of the orifices around the hull are
shown in Figure 1. The orifices, ¥; inch in diameter,
were drilled into circular brass plates ¥ inch in diame-
ter set into and flush with the surface of the hull. The
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F16URE 1.—Location of orifices for the pressure measurements on a 1/40 scale model of the Akron
(@) Typlcal sections in direction ““B-B* at stations 3, 4, 6, 10, 14, and 16 showing radial locations of orifices in hull. Thres orlfices marked “x'" placed at

stations 4 and 6 only
() Typical sections in direction “B-B* at stations 7, 9, 11, 13, and 15 showing radial location of orffices in hull. ‘Three orifices marked *x"’ placed at station 7 only.

Orlfices marked “z”" at station 11 omitted
(¢) Typlcal sections in direction “B-B” at stations 8 and 12 showing radial location of orifices in mIl. Three orifices marked *x'* placed at statfon 8 only.

(d) Typleal sections in direction ““B-B” at stations 5 and 17 showing radial location of orifices in hull. Thres orifices marked ‘“x" placed at statfon 5 only.

(¢) Sectlon ‘‘A~A" showing radial location of orifices at station 2
(/) Typicat sections in direction “B-B” at stations 8 to 21 inclusive, showing radial location of orifices in hull. ‘Three orifices marked “x* placed at station 21 only.
(g) Typical sections in direction ““B-B” at stations 22 to 28 inclusive, sl_lowing radisal location of orifices in huil. Two orifices marked “x' placed at stations 22

and 23 only,
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FIGURE 2—Location of the orifices on the Mark-IT fin. 140 scale model Akron
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location of the fin orifices is given
in Figure 2. The fin shown is of
the Mark-II type, which is de-
scribed in detail in reference 1.

The orifices were connected in-
side the hull to two photographic-re-
cording multiple manometers of the
type shown in Figure 3. Each
manometer consisted of 200 glass
tubes placed about the periphery
of a drum, a long incandescent
light bulb for making the exposures
placed at the center of the drum, a
reservoir to which the Jower ends
of the tubes. were connected by
means of a circular brass header,
and a box which contained the
photostat paper and the mecha-
nism for changing the paper after
each exposure. The photostat pa-
per, wound initially on spool A, was
passed around the metering spool
B and then around the outside of
the glass tubes on the drum and
back into the box, and was wound
on the spool C, which was driven by an electric motor.
The metering spool was geared to a mechanism that
broke the electric circuit and stopped the motor when
the proper length of paper had been metered out to
encircle the drum.

F1GURE 3.—Photographio-recording multiple manometer used for recording pres-
sures on the 1/40-scale model dkron

F1GURE 4.—Manometer installation within the hull of 1/40-scale model Akron

The manometers weré mounted inside the model
on cradles, which were free to swing about a hori-
zontal axis at right angles to the longitudinal exis
of the hull, thus allowing the manometers to re-
main level for the various angles of pitch. (Fig. 4.)
In order to provide a reference line on the records,
six of the glass tubes spaced equidistant about the
circumference of the drums were connected, together

F1GURE 5.—The 1/40-scale model Akron mounted In the 20-foot propeller-research
wind tunnel

with the reservoirs, to the reference pressure, which
for these tests was the static pressure in the test
chamber.

Two simultaneous records, one from each manometer,
gave a complete diagram of the pressure distribution
over one side of the hull at one angle of pitch and at one
wind speed. The capacity of the manometers was 18
exposures. Thus, complete diagrams for nine angles
of pitch and two wind speeds could be obtained in one
run of about 30 minutes duration.
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The method of mounting the model in the wind
tunnel is shown in Figure 5, and is described in detail
in reference 1.
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FI1GURE 6.—Observed polnt pressures on bare hull at ssveral stations for four
angles of pitch of the 1/40-scale model Akron

The pressure distribution was measured (1) on the
bare hull at nine angles of pitch (¢6=—3°, 0°, 8°, 6°,
9°, 12°, 15°, 18°, 20°) and at air speeds of approxi-
mately 70 and 100 miles per hour, (2) on the hull with

fins and control car at the above pitch angles and
speeds and for three elevator angles (5=0° 20°, and
—20°), and. (3) on one horizontal fin at the above
angles of pitch and air speeds and for nine elevator
angles (5=—20°, —15°, —10°, —5° 0° B°, 10°,
15°, and 20°).

Because of the limited head (about 9 inches) that
could be recorded by the manometers, which did not
allow the low pressures on the suction.side of the
leading edge of the fin to be measured with the ma-
nometers containing alcohol, these pressures were
measured in a separate test with the manometers
containing mercury.

PRECISION OF MEASUREMENTS

The following sources of error affect-the accuracy of

the measured pressures:

a. Shrinkage of the photographic records.

b. Errors in measurements of the manometer

deflections.
¢. Oscillation of the manometers.
d. Fluctuations in the velocity and direction of
the air stream.

The errors from a were found, in general, to be less
than 1 per cent and those from b are believed to be
within +1 per cent. The combined errors due to a,
¢, and d, estimated from a comparison of the pressures
over the nose of the hull from different test records
were of the order of 2.5 per cent. The portion of
these errors_ contributed by the oscillation of the
manometers is believed to be small except for the
high-speed, high-pitch-angle condition when the model
was observed to be quite unsteady. Additional small
errors may have been introduced owing to the fact
that some of the orifices had pulled into the surface
glightly. The relative accuracy of the point pressures,
for any particular test, is best shown by the plots of
the observed values presented in Figure 6. The
scattering of the values from a mean curve is small.

RESULTS AND DISCUSSION

Because of the great mass of observed and derived
data obtained in the present tests, it has been necessary
to limit the results presented here to relatively few
data representative of the whole.

The results have been presented in terms of the
dynamic pressure g of the air stream and have been
corrected for the difference between the local static
pressure in the air stream and the reference pressure.
This correction consisted simply of subtracting from
the pressures at any section of the model the static
pressure of the air stream, measured in the absence of
the model, at the corresponding position along the
axis of the tunnel.” This correction should reduce the
pressure of the stagnation point at the nose of the hull,
with the model at 0° pitch, to a value equal to the
dynamic pressure g¢. The mean value of p/g for this
station (where p is the pressure) obtained from eight
different tests was 1.005.
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The variation in static pressure along the hull,
measured in the absence of the model, is given in the

following table:
0.3 ,114 ’ﬂs |116 0.7
.017 | .015 | .013 | .011

0.1 itl 0. 8 .09 1.0 -

020 .016 | .010 | .011 | .013
where a is the axial distance from the nose of the model,
L is the length of the model, and p is the static pres-
sure at any point on the axis.

The observed values of the point pressures on the
bare hull are presented in Table IT and are plotted in
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FlaurE 7.—Longitudinal distribution of pressure along three longitudinals of
the bare hull of 1/40-scale model Akron. Pitch angle §=20°
Figure 6 for six stations and for four angles of pitch
against the angular displacement w of the orifices
from the bottom center line of the hull. The longi-
tudinal distribution of pressure along the hull at
w=0° 90°, and 180°, for an angle of pitch of 20°, is
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F1aUuRE 8.—Effect of polygonal form on the distribution of pressures at
station 5 on 1/40-scale model .Akron. o=orifices at centers of flat sides of
huoll, d=orifices 1° from edges of flat sides of hall
given in Figure 7. The values were taken from curves
such as those given in Figure 6.

The effect of the polygonal form of the hull upon
the pressure distribution around the hull is shown in
Figure 8. Figure 8 (a) shows a typical layout of the
orifices located near the corners of the polygonal hull.
Figure 8 (b) shows the pressures measured at station 5
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plotted against the angle . Continuous curves have
been drawn through the pressures measured at the
centers of the flats and broken lines through the
pressures measured near the edges of the flats. In
general, the pressures at the corners are slightly lower
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FIGURE 9.—A verage pressures on bare hall of 1/40-scale model Akron for four angles
of pitch
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than those at the center. The difference is greatest on
the lower side of the hull in the range of the values of w
between 20° and 40°. In this range the difference
increases with both the angle of pitch and the angle of
displacement from the keel. The maximum -effect
shown occurs at ©=34° for the 18° angle of pitch
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where the pressure near the corner is about 30 per
cent less than that at the center. The trend of the
results indicates that the maximum effect occurs at a
still higher value of w, probably around 45°, where
there were no orifices at the corners. The results for
the stations numbered 8, 12, and 17 were similar to
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those shown for station 5, except that the magnitude
of the effect was somewhat smaller.

The average pressure at any station, considering the
hull as & body of revolution, is given by the equation
(reference 3)

L
1)-=§—,,L p do @)

or, for the present case, if it be assumed that the pres-
sure diagrams are symmetrical on the two sides of the
hull, the average pressure is given by

L

P wL p do

The average pressures, obtained by integrating graph-
ically curves such as those given in Figure 6, are
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FIQURE 11.—Transverse force per foot of length on the bare hull of the 1/40scals
model Akron

presented in Table ITI and are plotted for four angles
of pitch in Figure 9.

The pressure at station 7, which is approximately
1.5 feet from the bow, appears to be high in relation
to those of the meighboring stations and causes an
irregularity in the curves of average pressures. This
characteristic, which appears in all the tests, could not
be satisfactorily explained. It was thought perhaps to
be due to an irregularity in the model. A careful check
of the form of the hull in this region, however, showed
the actual ordinates to be in close agreement with those
specified and the form to be fair. Another possible
explanation of the distortion of the curves in this region
was the fact that many of the orifices at this station
were not exactly flush with the surface, but had pulled
into the surface slightly. An inspection of the pres-
sures measured at station 7 at orifices that were flush
with the surface showed that these pressures were
slightly lower than the mean curve, but only by an
average amount of p/g=0.015, a value too small to
remove the hump in the curve.

The longitudinal force or, for 0° angle of pitch, the
pressural drag is given by the equation

(¢}
P//:,J;1 p'd.A (2)

where A is the area of cross section of the hull. This
integral was evaluated by integrating graphically the
area under the curve of the average pressure plotted
against the cross-sectional area of the hull. (Fig.
10 (8).) The pressural drag for ten observations made
at five air speeds is plotted in Figure 10 (b) against the
dynamic pressure of the air stream. The scattering
of the values is probably due to errors in the measure-
ments and in the graphical computation, which in-
volves the subtraction of two approximately equal
areas, very small errors in the pressures causing
relatively large errors in the integrated results. The
plotted values fall about a mean line which is coincident
with the axis of the abscissa, indicating that within
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F16URE 12—Computed and experimental transverse forces on the bare hull of
the 1/40 scale model Akron. G=15°
the accuracy of these tests the pressural drag is so
small it may be considered zero. However, this
result is also dependent upon the accuracy of the
correction for the variation in static pressure along the
hull. Without this correction the pressural drag
amounts to about 21 per cent of the measured drag of
the hull. .

The longitudinal forces for the various angles of.
pitch are given in Table IV and compared to the
longitudinal forces obtained from the force measure-
ments. Here, as in the case for 0° angle of attack,
the values of the integrated forces are small and quite
erratic.

The transverse force, in a vertical plane through the
longitudinal axis of the hull, for any station is giveu by
the equation

fm G [, coseda (3)
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where F is the total transverse force, z is the distance
from the nose of the hull measured along the longi-
tudinal axis, and r is the radius of the hull. The values
of f determined graphically are given in Table V, and
are plotted for four angles of pitch in Figure 11. The
existence of the small transverse forces at the 0° angle
of pitch indicates either that the air flow was not
strictly axial or that the model was not exactly sym-
metrical. The curve for the 15° angle of pitch is re-
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F10URE 13,—Comparison of total transverse forces obtained from pressure dis-
tribution and from force tests on the bare hull of 1/40-scale model .Akron

plotted in Figure 12 and compared to the transverse
forces computed from Munk’s equation (reference 4)

=344 0 ) sin 260

where A is the cross-sectional ares of the hull
6 is the angle of pitch
k, and k; are the coefficients of additional mass
of air transversely and longitudinally,
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F16UBE 14.—Comparison of pitching moments obtained from pressure distribution
and from force tests on 1/40-scale model Akron
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and also from the alternative form of this equation
due to Upson and Klikoff (reference 5)

f=(}—df=%q cos’a sin 20

where « is the inclination of the surface of the hull to
the longitudinal axis. The latter equation, as has been
found in previous experiments, gives somewhat better
agreement over the fore part of the hull than the
former,

40768—34——0
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The total transverse forces on the hull, which were
obtained by integrating the areas under curves such as
those in Tigure 11, are plotted against angle of pitch in
Figure 13 and compared to the values computed from
the lift and drag taken from the force tests. (Refer-
ence 1.) The integrated values are in fairly good
agreement with the measured forces at the low angles
of pitch but are somewhat lower than the measured
forces at the high angles. These results are what
would be expected as the integrated values do not take
into account the frictional forces, which at the high
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F1GURE 15.—Comparison of point pressures on the after portion of the hull
* of the model Akron with and without tafl surfaces

angles of pitch have appreciable components normal to
the hull axis.

The moment about the center of buoyancy was com-
puted in two parts—(1) the moment due to the trans-
verse force, and (2) the moment due to the longitudinal
force. The first part (A4;) was obtained by taking the
moment of the area of the transverse force curves
(fig. 11) about the center of buoyancy by means of a

‘mechanical integrator. The second part is given by

1 (%
M2='2_ﬂ_ o;fdA (4)
where A4 is the cross-sectional area of the hull. This
equation was solved graphically by plotting f deter-
mined from equation (3) for the different stations
against the corresponding cross-sectional area and
integrating the area under the resulting curve. The
moments due to the longitudinal forces amount to
about 4 per cent of the total and are in the opposite



74

direction to those due to the transverse forces. The
total moment is then

M ='M1 +Mg
Figure 14 (upper curve) shows the integrated moments
for the various angles of pitch compared to the mo-
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F1auRE 16.—Transverse force Der unit length on the bhult of 1/40-scale model .Akron
with the control car and tafl surfaces in place. Elevator angle 8¢=0°

ments determined by ‘the force tests. In general, the
two sets of results are in very close agreement.
The influence of the fins and control car upon the

pressure distribution over the hull is shown in Figures
15 to 17, inclusive. The point pressures observed at
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F1auRe 17.—Comparison of transverss forces on the hull of the 1/40-scale model
Akron with and without control car and tefl surfaces
four stations in the vicinity of the fins are shown in
Figure 15 for the 20° pitch angle and compared to the
pressures on the bare hull. The greatest change in the
point pressures due to the presence of the fins occurs,
as was to be expected, in the vicinity of the leading
edges of the fins which are just forward of station 19.
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The transverse forces on the hull with the fins in
place are presented in Tables VI, VII, and VIII, and
are shown for several angles of pitch in Figure 16 for
an elevator angle 5, of 0°. Figure 17 shows the trans-
verse forces when the elevators were down 20°. For
comparison, the curves for the bare hull are replotted
on the same diagram. The influence of the tail sur-
faces on these forces on the after portion of the hull is
very marked, the forces being of equal or greater
magnitude than those on the bare hull but acting in the
opposite direction. The influence of the control car

T L L]

. FPositive pressures ' Negafive pressures

Pressures:
~——— Upper surfoce
Lower "

FIGURE 18.—Pressure distribution on horizontal fin surface of the 1/40-zcale
model Akron. Pitch angle 6=20°, Elevator angle 34=20°
on the transverse forces over the fore part of the hull
is also quite pronounced, especially at the low angles of
pitch.

The integrated pitching moments on the hull, with
the fins and control car in place, are compared in
Figure 14 with the moments on the bare hull and with
the total pitching moments of the hull with the fins
and control car obtained from the force tests. The
difference between the upper curve and the lower one,
for any particular angle of pitch, represents the total
moment due to the fins. The difference between the
upper curve and the intermediate one represents the
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portion of the moment due to the influence of the fins
and control car on the pressural forces on the hull.
The latter forces are seen to contribute more than 40
per cent of the total fin moment. The large magnitude
of the fin action of the hull suggests the possibility of
augmenting this effect and thereby increasing the
effectiveness of the fin surfaces, and also of distributing
the forces more widely over the after portion of the hull.
In this connection, it would be of interest to test the
airship model with eight tail surfaces instead of four,
the four additional fins to be placed on the 45° diame-
ters of the hull and the total fin area to be the same as

Elevator hinge axis

FI1GURE 19,—~Pressurs contours on negative pressure side of horizrontal fin surface
of the 1/40-scale model Akron. Pitch angle §=20°, Elevator angle &,=20°

before. 'With this fin arrangement and with the model
ot an angle of pitch, the pressure decrease over the top
of the hull and the pressure increase over the bottom
of the hull due to the influence of the tail surfaces
should produce much larger components in the vertical
plane than the present fins. The fin action of the hull
should be increased, whereas the forces on the fins
should be decreased, thus shifting the greater part of
the fin, forces directly onto the hull. The ZMC-2
metal-clad airship actually has a system of eight tail
surfaces similar to that described above, except that
the fins are all shifted around the hull by 22%°.

The results of the measurements of the fin pressures
are presented in Figures 18, 19, and 20. The iso-
metric chart in Figure 18 shows the pressures over the
fin for the 20° angle of pitch and 20° down elevator.

The maximum negative pressure recorded was on the -
leading edge and amounted to seven times the dynamic
pressure of the undisturbed air stream. Figure 19
shows the pressure contours on the suction side of the
fin for the same pitch and elevator angles. The
integrated normal-force coefficients
normal force on fin
Cy= 7S

where S is the area of the fin, are plotted in Figure 20
against the elevator angle for the various pitch angles
tested. The variation of the normal-force coefficient
with the elevator angle is approximately linear over
the range of angles from elevators down 20° to eleva-

tors up 15°. The elevators apparently lose much of

LI 4

1.7 T T T 1 1T
Pitch angle, 8
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o Elevator angle, Oe Down

FIGURE 20.—Normal-force coefficlents for harizontal fin surfaces on the
1/40-scale model Akron
their effectiveness when deflected upward 20% the
normal-force coefficient for this elevator angle being
about the same as with the elevators up 10°. ’

CONCLUSIONS

1. Theintegrated transverse forces and the moments
about the center of buoyancy were found to be in good
agreement with the forces and moments determined
in the force tests. .

2. The pressural drag of the hull at 0° pitch was
found to be practically zero, within the accuracy of the
tests.

3. The fin action of the after portion of the hull in
the presence of the tail surfaces was found to contribute
more than 40 per cent of the total fin moment measured
on the balances.

4. Negative pressures as great as seven times the
dynamic pressure of the undisturbed air stream were
measured on the leading edge of the horizontal fin
at the 20° pitch angle with 20° down elevator.

LaneLEY MEMORIAL AERONAUTICAL LLABORATORY,
NaTioNaL ApvisorY COMMITTEE FOR AERONATUTICS,
LawaeLey Fiewp, Va., June 28, 193%.
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; TABLE I
DIMENSIONS OF MODEL U. 8. 8. “AXRON”
[Scalo=1/40]
Radius
(ot e (S
length | circlo)

o ee

0.02 4.95 | Length, 19.62 feet.
.05 9.98 | Volume, 115.0 cubic feet.
.10 14. 20
225 | 189 | Total borizontal tall surface aren (square fest
. o n area :
.25 19,13 Mark-I %fark—II
.30 18.61 5.074 4.590
.35 19.85
. 16,90 | Elevators (Including balance vanes) square feot:
.45 19. 90 1004 0.932
.50 19.80
.85 18.69 | Elevator balance vanes square feet:
.60 19.12 0.234 . 0.220
.65 18. 46 —
.70 17.50 | Elevator chord langth (feet):
.75 1415 ¢=0.410 c==0.369
.80 14. 44 —_—
. 1229 | Location of elevator axis:
.90 9.61 afr=0.9090 a/r,=0.9059
.95 6.52 { Center of buoyancy:
LOO 0 af=0.464

Leading of control car:
aILng'.ilgB
[ Length of control car=1.238 (feot).

TABLE IL 1/40-SCALE MODEL T. 8. 8. “AKRON"
OBSBERVED PRESSURES pfg
BARE HULL
[100 . p. h. approximately]

Angle of pitch,
gtad gle of pi
tion @
No. o % 6° o e | e | o1 | 20
1| Nose. 10967 [10.900 | 0.785 | a.682| 0434 | o.os8|-0132
ol 0866 | 1934 | 1958 | 1o75| nos3| Loso| noss| 1960
30| .es3| user| woo1| Useo| .s85| .s20| .783| .720
60| .si9f .s50( .s26( . 65| 678|451 330
2 20| .58 .825| ‘7@| 64 43| L 1=
120| -sa4| .7oa| 78| le0s| .m@| (33| 184] o9
50| -s40| .788( .716( -.e0L| .s19| .383| .28¢{ .97
10| .s4| .70| -700| sso| s | .a13| 24| 220
o .7e2| .79 .s34| .sse( 1o20| nos| roe2| Lo
30| .6e8| .7a9| .soo| .ss8| .s22| .ss8| .ss4| .837
60 .es1| .es0| -mz| 73| Ces1| .e19| -sm| 515
3 90| -es1| .ees| -e5( 56| 40| 308 | .201| 100
120| -es1| .633| .563| .474| -309| 35| (14| lowm
wo| -em| ‘se9| s3] 40t} 320 208! loe7| —o1
80| .es1| .seo| .s05| .sse| -m2| 200| om| ‘oot
o] .414] .507| .ss0| .eva} .7oa| .774| .s45| rsm
30| .417| .480| .zs0{ -ex| .ees| 67| 73| .737
60| .403| 43| la85| l4s0| laas{ l436| a3l -390
4 90| 'se3| zm| s 32} 48| 1wl i | o2t
120| 38| s3] ‘zms| [le2| ‘mo|—.o032)—180| — 245
10| -3s2| 2| l1s0{ 077 | —.003| — 115 | — 250 [ — 338
10| .38 -os4l lis) los2| —oml—160]| —200| — 373

1 Value taken from faired curve.

TABLE II. 1/40-SCALE MODEL TU. 8. 8. “AKRON"—Con.

OBBERVED PRESSURES p/g

10

BEzgs. BIBEEEEEEss8s a8, BN ETE A B e R e R R e o,

BARE HULL
[100 m. p. h, approximately]
Angle of pitch, 8
Sta piteh,
tion
No. 0 3 6 o | 1 | 1 | 189 | o200
0 .170 . 257 .332 434 .47 . 667 .662 .703
10 L1684 . 247 . 330 .420 468 . 550 .633 .084
20 177 244 .34 418 440 .562 . 596 .0634
30 .158 .29 .204 374 .388 .455 505 . 641
40 1 .27 .282 L3490 . 342 . 389 428 .451
50 . 185 .211 .260 .310 . 288 .318 341 387
60 162 184 .216 <249 .210 .218 202 . 180
70 134 .148 .187 .184 L1356 .118 .082 .049
80 . 140 .131 .132 .120 . 068 024 —. 038 | — 038
5 90 . 142 .13 .102 .085 016 | —. 048 ) —. 115 ] —, 185
100 .188 .088 .07 032 —040 | — 217 | —. 208 | ~—.
110 .128 073 023 | —035| —103| —.185 | —.301 | —.370
120 125 -058 | —.001 | —, 076 | —.148 —. 430
130 131 055 —.018| —. 105 | —.176 —, 476
140 .128 041 ] ~.085| —.131 | —.199 —. 400
160 123 2025 | ~.083] — 163 — 233 —, 520
160 121 JOI8 — 071 | —. 176 | —. 244 —. 523
17 111 003 | ~—.088 | —. 108 | —. 266 —. 640
112) ~—.002} — 001} — 203 ) —. 2756 —. 560
0 049 .132 .201 %8 .338 .609
30 . 058 117 .183 250 270 .413
60 .037 .074 .101 .131 .03 . 002
[] 90 .35 .028 L005 | —.017 | —.017 -, 374
120 008 | —.047 ) — 095 ] — 174 | —. 232 —. 490
150 008 | —. 070 | —. 142 | —, 234 | —. 287 —. 518
180 | —. 004 | — —. 152 | — 242 } —.300 —, 504
0| — 027 L0483 L 107 Jan .22 .405
10| —.003 .058 122 .184 232 . 304
20| —.015 .043 . 104 .161 200 .352
30| — 029 .025 034 .18t . 165 .378
40 | —. 017 -034 .080 117 124 .108
50 | —.010 .034 . 087 087 .080 . 101
60 | —, 018 .016 034 042 .017 —_
70| — —. 001 . 008 004 | —. 034 -, 130
80} — 030 | ~. 021 | — (28| — 046 | —. 001 ~. H0
7 0| —011|—019]|—031{ — 08| —.113 -, 200
100 | —. 018 | —. 041 | — 083 | —. 113 | —. 164 -, 370
1o | — —071] —,103 | — 168 | —.317 —, 441
120 — 051 | ~. 098 | — 133 | —. 208 | —. 254 —, 484
130 | ~.030 | — 081 | — 110 | —. 108 | —. 241 —, 449
140 | —. 047 ) —. 103 | — 149 | — 228 | —. 260 —.462
10| —0461 —103 | — 183 | —. 220 | —. 208 —. 434
160 | —. 088 | —.134 | —.183 | —. 254 | —. 208 -, 437
170 | —. 044 ] —. 109 ) — 159 | —, 227 | —~. 268 —.402
180 | —. 049 | — 119 | —. 160 | —. 230 | —. 283 | —. 331 | —~. 377 | —. 409

1
g
|
g
I
B
o A
.Y
g
B
g

BE
g
ik

(=]

‘00| .188| 170
048 100

— 1| —113| — 087 | —or1| ~. 07 | —l074 | — 031 | —. 081
-130 .

—.166 | — —. 244 | —. 288 | —.314 | —. 345 | —. 364 | —.

—. 147 | — 11771 —.030 | —. 043 | —. 005 042 100 .126
—.144 | — 116 | —.070 | —.040 | ~. 005 040 .110
—. 140 { —.128 | —, 000 | —. 057 | —. 032 007 040 B
—.150 | —- - —.062 | ~. 044 ] —. 020 005 .022

. 069

— 134 | —127} —119 —.122| —. 147 | —. 163 | —. 207 | —. 210
—128} —128 | —.120 | —-.137 | ~. 175 | —. 201 | ~. 2023 | —. 201
—, 144 | — 148 | —. 160 | —.179 | ~. 225 } —. 260 | —, 337 | —. 380
—.140 ) —.160 | —. 179 | —.210 | ~.269 | —.305 | —. —.443
—.140 | —. 185 | — 185 | —. 220 | —. 274 | —, 325 | —. 409 | —. 405
—. 140 —.176 | —. 200 | — —. 202 | —, 347 | —. 420 | —. 480
—.137 | =175 | —. 200 | —.252 | —.200 | —. 338 | —.412 | —.
—.147 | =100 | —. 215 | —. 262 | -, 205 | —. 335 | —.309 | —.431
—.144 | —.186 | —. 212 | —. 260 | —. 283 | —.313 | —. 305 | —. 300
—-. 1 —. 180 | —. —238 | —. 287 | —. -, 324 | —. 330
—.189 | ~178 | — 109 | —. 230 { —. 285 | —. 270 | —. 200 | —.
—.140 | — —.210| —.234 | —. 250 | —. 270 | —. 277 | —. 285
—. 45| —181| — 205 | — 229 | —. 262 | —. 281 | —~. 204 | —. 271
—.125 | —. 107 | —. 075 | — 045 | —. 023 017 076 000
—. 109 033 072 —.053 | —. 046 | —. 030 | —. 010 | —, 001
—. 120 111 .
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TABLE II. 1/40-SCALE MODEL U. 8. 8. “AKRON”—Con.
OBSERVED PRESSURES pfg

BARE HULL
{100 m. p. h. approximately]

Sta-
tion
No.

1

12

3

H

15

10

Angle of plteh, 6

EEESnasgas8E.

140

146

BESEssunnasss.

gEE

B2Ezgs. ESE

—. 143
-, 111

—. 100

— 181
—. 106

—~. 105

—. 101

—. 148

—. 118

—. 111

—. 105 | —. 110
— 118 | — 138
— 148 | —

— 087 | —.

- 132 | —.
—~. 110 | —. 134
— 119 | —. 152
- 172 | —.
—.174 [ —.

— 175 | —.
-7 | -4

—.201

Bta-

Angle of pitch, ¢

tion
No. e | s | e

9° 12°

—~.070 | —.103 | —.114

17

A L A S ST
|
g
|
2
|
&

19

006
013 | — 010

BEB
I

..

|
SEERE BRZSETRECHAR
I

R

R

)

8873 sEEEEBsysessn SEEEERyesren EEEESysssx BEEEEESsyssas
1
g
|

BE8EE EEERERRES

-, -.133

- —.143
—135 | — 147
-_— —.1

—. 146 | —.163
—. 1567 | —.180
—.167| —. 199
— 47| —.178
~. 161 | —.177

- —.003
—o042] —.

Zoz| —

s | —om

—. —. 103

£8888 BEREERER

W oe Al

—. 146,
—.151
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TABLE II. 1/40-SCALE MODEL T. 8. 8. “AKRON"—Con. TABLE IIl-B
) OBBERVED PRESSURES pfg AVERAGE PRESSURES -p'/g
BARE HULL BARE HULL
{100 m, p. b. approximately] fg=252 1b.sq.ft]
8 Angle of piteh, 6 Sta- Angle of pitch—8
fon] @ tlon
No. e | s | | e || | | 2 No.l 30 | g0 | 9o | aoo | 160 | 180 | a0
2| 127 .053| .o0s3| .o67( .0%0| .030! .0089| .002| —.018 1 0.942| 0.840 | 0.682| 0.434 | 0.098 | ~0.132
mé 0830 L0 .08) .03y 08| 001 | —.010) — 032 3 080 ;8 D0 -Be .Mt ) .33
172 053] lo63| .068| .032| .000| —.037 | —. — : 231;73 ::’iﬁ :g :oﬂiaf‘ :ﬁ :@ 1.1)2%
y R I B4 R g -4 S = 6| .o24| 014 —003| — 030 —061|—103| —. 137
& 2000 | oeil coas| oas| oz |ioml| ost|Z:om 7| —.031| —034 | —085 | —.or7| —088| —. 137 —.167
6| & .00 Coos| ‘o8| loso| . . .058| .030 8| —.150| —160 | —178 | —199 | —. 21 | —. 261 | —.
o7 .098)] .0991 .100) .088) .086| .050| .061) .038 9} —.160 ) — 167 —. 170 | — 1890 ) — 202} —. 236 | —.
127, .ot 099 | -0 Coso| .os2| .oss| -os0| -o31 10| —. 131 | —138 | — 160 [ =173 [ —.192 | —. 211 | ~.
1 L089] .094| .095) .088) .046] .029] .028)] .009 E "{3? —-iﬁ —-gg —}572 —.%314 —-3}? o=
172 cos0f oat| .os8| o8| o2 —oms| —o12) — 014 2l —dor| —104) —120 ) 168 | —. 171 | —.217 | —. 2
| | | 0w 0| rose | TR | Tae 15| Zom0 | e | il | Tk | IR =i | v
Bl am| cmrl | cwe| com| Tiom| 0| o 16| —.090 [ —.002 | — 103 | — 125 [ — 149 | — 185 [ —. 188
J127 129 .130 115 101 .085 . 095 075 17| —087{ —080| —. 113 | ~. 181 —. 163 | — 188 | —.210
u| & .
T | c1m| ciss| l| cosk| :oo| oes| o 1| ot | Tioe | Tiom | bt Tim | il | i
vis | | ne| Cose] o8| -oro| loes| o 20| 018 —Zgg —Igg =010 -Zgg% —12 -Iﬂg
172 il Bl Bl Bl B (291 0881 .08 22( .o| 038| .011( —.016|—.048| — —. 078
i) il o) ) e o) o) e 2l m) m) )T ) ) S
53 | wo| il e lwme| 1 (13| s 251 19| .185] .18 .137| 1| 18! l100
25| 82 aml o | L] cu7| ‘10l 138 2| .z10| 205 .102) .180| .18 1196
97, 1| 2] | l1e2| L148) Cid2f [1s8| 181
142 . It . X . X X .
173 ;2| 0| s - : . ‘18| 1% TABLE IV
3; glug 3{2 gllg .gw .igg .ig % .g; 1/40-SCALE MODEL T. 8. 8. “AKRON"
5| Jaaf o (190 174|100 -208( 194 LONGITUDINAL FORCE~Pfq
6| 82 215 209| L2001 1 B J197| 108
97 218 L208) lim| - 1 5] i) 1w
) | | sl e ) ) e o [T rm | |
173 215 s202| 201) eon) 202 208 Lzl Cao7 degs. Tgon1 | tests [ldess.Tyiony | tests
3| 0007 | o460 || 156 | o047 | o346
TABLE III-a 6 . .443 J| 18 . 258
9 ~001 430 || 20 .188
1/40-SCALE MODEL TU. 8. 8. “AKRON” 12 .025 .398
AVERAGE PRESSUREB—p/[g! 1 Mean of two speed
BARE HULL
TABLE V
6m0°
1/40-SCALE MODEL TU. 8. 8. “AKRON"
Cross- ¢, Ib.jeq. ft.
gg: 560 ! TRANSVERSE FOROE PER FOOT LENGTH—/g
tional
No. | ‘area | 8.0 127 18.3 214 %7 BARE HULL
[g=~25.21b.fsq. tt.]
Sg. .
1|0 100l | Loos5 | 1.003
2 .05 848 .863 .849 0.853 0.842 Sta Angle of pitch—¢
31 .7 . 631 678 .637 . 638 .673 Sta-
4 .75 .300 .378 .891 .390 .887 Nn
5 L5 .130 .122 LI34 .128 17 o1 3 6° o 12° 15° 18° 20°
6| 22 L013 .015 .018 014 .017
7| 340 | —o0m | —ou1 | —o035 | —038 [ —.036
8 4.83 ~. 155 —. 150 —. 148 —. 153 -, 155 1, 0 [i} 0 0 0 0 0
9l &l | —18 | —140 | —.148 | —.152 | —. 180 2| Lo .oz} .oa7)| .os2| .078) o073 .00
lo) 7206 [ —17 | — =10 —18 | —1B 3| .omm| ‘1| o 255 .331| 404} o430
u | 787 | —125 { —.i28 | —130 | —.137 | —.130 4| l1es| .30 ‘470 .e37| -ess| e35| 018
12 ) 83§ | —105 ) —100 | —.105 | — 103 | —.104 5| 287! .4e1) .ess| (7o) .o88| LiT7! L307
1386 | — -6 | — =0 | -0 6 -305| .498| .75 .&v9| 1083| L3200 | 1.443
14 ] 860 | — —-058 | —.081 | —.060 | —.063 7| .280| la75| .718( (844 Lol | L242| 1.888
15 ) 840 | — -0 | —.08 | —.08 | —.018 8l .269) . 680 | [TIL) .o13| L101) 1239
I 1 776 [ —02 | —07 [ —.0 | —08 | —0F o| .14l 87| 4r7| .sss| .70 .Bs8| 957
17 | 684t —.078 | —078 | —07 | —.071 | — 10 .162| .285) .360| .4s1| .50 a4 720
18 ) 580 | — —-052 | —.082 } —.0i8 | —. 1] .om| .189] [200) 30| .s7L| lsas| .o
10| & | -0 [ —.038 | — - 80— 12| .o3| .os| .15( .o .206| .23 .288
2 | 368 | .00 | —.00l | —005  —.003 | —.0I0 13| .oo7| .031 07 L4 | ‘160 .z33
a 28 -0 - 033 - 024 - 82 -024 14| —005| .07 .030| .046| .058| .oes| .18
zZ |20 - 055 -633 -850 - 857 - 048 16| —.091 [ —066 | —.004 { —. 103 | —.060 | —.068 | —, 037
23 L45 .087 N 087 .097 -091 18} —. —.108 | —125 | —.180 | —.187 | —. 154 | —.173
# | .8 -119 -12 <120 4 .180 -125 17 =108 | — 174 | —.250 | —. —.301 | —.268 | —. 234
25 47 .163 .168 .168 .17 . 169 18] —.100 [ —. 181 | —.285 | —. 268 | —. 264 | —. 266 | —. 263
2. .18 -205 -208 207 - .22 19 | — —.181{ —.262 | —. 264 | —. —.200 | —. 304
i 20| =101 | — 183 | — 200 | —.231 | — 218 | —.245 | —. 230
3Values In each column are a mean of two Independent observations. g = ::% ::%g ::}g :'gg ::ﬁ’g 1
o ; 23| — —.048 | — 048] —. 051 | —.088 | ~.101 | —. 118
24 [ —.014 [ — 018 | — 001 | — 028 | —. 049 | —. -
25| .o01| .o16} .008| .004|—.017|—.038| —.035
28| o008 coo7| Coos) —. 001 | —.003 | — 001
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TABLE V—Continued
1/40-SCALE MODEL T. 8. 8. “AKRON"—Con.
[g=12.51b./eq. 1t.]

Bta- Angle of pitch—8
tion -
No 3° 6° ® 12° 15° 18° 20°
1} 0 0 (i} 0 0
2| .o8 044 L043] .081 .005
3| .o74] .10| .101] .268 .437
4| .183 38| .413| .&71 805
6| 214 469 .616| .82 1.309
6} .300( .4081 .677| .88 1.423
71 .803| .475] .650! .s869 1.379
8| .273| .#47)| .508| .508 1.206
o) .1501 .34 (4401 .608 1.031
10] .1 L274 | .388 | .486 . 848
u| . .62 .224| 308 .663
12| .08 | .108| .n7) .27 .367
13| .00 . .034 | L1809 .278
14| - . L021 | L0323 .161
15| —.030 | —. 088 [ — 110 | —.105 —.009
16| —.108 | ~.110 | —.133 | —. 168 —.112
17| =111 | —182 | —265 | —. 244 -
18| —122| =178 | —.261 | — 201 —.a1
10 | =145 | —.211 | —. 264 | —. 222 —. 281
20| —. —.175 | —.204 [ —. 208 —. 261
21| —. —. 141} —. 176 | —. 159 -
22| —. —.101 | —103 [ — 114 ~.164
23| —.015 [ —.035 | —.028 | —. 029 —.136
24| —.003|—.009| .008| .002 —.110
25 .021| .025 w@L| .0I8 -
28| . L014| 014 .008 —.009
TABLE VI

1/40-SCALE MODEL U. 8. 8. “AKRON”
TRANSVERSE FORCE PER FOOT LENGTH—/g
ON HULL WITH TAIL SURFACES AND CONTROL CAR
[Elevators nentral; ¢=25.21b./sq. {t.}

Sta- Angle of pitch—¢

tion

No. 3 6° g° 12° 15° 18° 20°
110 [} (1} 0 (] 0 0
2 012 . 031 .48 .068 .070 .077 . 088
3 . 085 123 -1 268 333 . 364 432
4 . 144 . 260 428 . 871 .702 . 783 .018
] . 104 .377 .825 .831 | L033| L127| 1330
8 L217 . 440 .718 885 L104| 1232 | L470
7 . 251 . 416 . 686 871 LO77) 1.188| L 360
8 .211 .367 . 668 .75 .909| LO08| L4233
9 .301 . 360 .574 .654 .829 937 . 995
10 .078 LI .363 . 490 . 587 . 650 ..}
11 .183 .231 . 232 327 . 484 483 630
12 .030 .071 .180 .165 U5 .38 . 889
13 028 .035 048 107 .107 .183 . 286
14 L007 | —.009 | —.012 | —. 009 .051 .109 .139
15| —. 058 | ~, 105 | ~. 111 | —, 130 | —. 080 | —. 039 .048
lo| —.070} —. 147 | —. 180 | —.186 | —. 077 | —. 086 .000
17| =079 | — 141 { —. 141 § ~, —.168 | —.135 | —. 069
I8 — 043 | —.089{ —. 068 | —. 048 .000 115 <164
19| ~.085 | —. 057 | —. 005 .083 .188 <287 200
20| —. —. 018 .021 .133 .221 .381 412
|- —. 038 .097 .136 .252 209
22| —.009 | —. 002 . .101 120 L8 ~227
23| ~.010}—.017 .014 069 .058 .103 <124
25 . 006 .017 .054 .43 ~ 028 .023
23 | —.001 007 031 .015 | —. 006 .000 | —. 008

[Elevators neutral; g=12.5 1b./3q. ft.)

! sta- Angle of pltch—9

tlon

No. | 3° 6° ' 12° 150 | 18° 20°
1 0 0 1] 0 0 0
2 .018 044 .088 .078 .088 L0
3 075 164 .195 .208 .348 .31 .47
4 177 .338 424 .582 . 703 . 788 .874
] . 231 . 469 .613 L8410 Lo025( L133 | 1.258
[] . 268 .488 . 692 006 | L150| L230)| L3377
7 . 288 .472 . 660 872 | LO085( L217| 1310
8 . 208 409 . 575 .765 L8011 L.013) 1150
9 . 288 3713 L6571 . 685 .819 .889 .22
10 . 068 + 230 . .470 . 597 810 . 730
11 . 169 . 211 222 338 . 460 . 405 . 561
12 .027 .114 . 166 229 .32 . 339 201
13 . 000 . . 114 .148 .188
14 .007 .01l | —, 019 035 081 .088 .137
15} —.053 ) —.110| —, 101 | —. 114 | —. 039 | —. 032 048
186 —.077 | —. 110 | —. 245 | —. 154 | —. 086 | —. 092 | —. 029
17| =071 | —, 241 | — 135 | —.180 | —.157 | —. 101 | —. 075
18| ~—,053 | —. 006 | —.056 | —.039 L0241 . 081 144
19 | —. 085 | —.081 . 005 .071 178 . 304 .318
20| —.028 | —. 023 . 003 .102 S22 352 .37
N|—03|~—-.027 001 009 154 .238 . 300
2 L000 | —.0.5 31 .082 113 .178 .214
23 ¢ —.013 | —. 002 .028 .057 .07 094 .108
M . 005 .021 058 .062 .070 .068 079
25 . 005 022 .030 .0 .037 .028 .013
28 . 000 . 008 .015 L0131 ~.001 } —. 002 | —. 009

TABLE VIII

1/40-8CALE MODEL TU. 8. 8. “AKRON"

TRANSVERSE FORCE PER FOOT LENGTBJ{? ON HULL WITH TAIL
SURFACES AND OONTR CAR

[Elsvators 20° up]
g¢=12.8 1b.sq. ft. ¢g=228 1b/sq. ft.

8ta-

tlon ) [}

No.

0° 6° 15° 20° 0° 6° 15° 20°
1] 0 0 0 0 0 0 0 (1}
2] —.003 .035 077 .088 | —.001 .03L .03 080
3| —.003 137 .350 422 | —.007 .135 314 .421
4 .012 .803 .740 903 .008 .305 .671 924
] .04 .4681 1068 | 1,298 .029 A5 .963 | 1.820
6 .018 L5051 1,177 | L3891 .039 503 | L0422 ) 1333
7 .051 L5081 L1111 | 1.337 .02 518 | LOIO| 1209
8 .028 .418 855 | 1128 .018 .433 8511 L1438
9 .114 .41 834 .958 123 434 784 . 900
10| —.027 A1 . 558 L5 —.023 .28 AT .632
11 .038 . 169 <442 542 055 173 .362 .513
12 .023 099 . 280 321 .032 .084 149 .203
13| .03 .058 L0907 .197| .039| .080{ .048| .172
14 . 000 .005 .012 174 .002 002 .007 .148
15 —. - —.048 .060 | —.023 | — 091 | —. 119 .064
18| —.011 | —. 112 | —, 165 .018 | —.024 | —. 259 { —. 1656 | —. 004
17| —.056 | —.152 | ~-.168 | —.038 | —. 060 | —. 164 | —. 212 | —. 109
18| —.020 | —.074 . 000 .208 | —.028 | —. 087 | —. 030 .148
191 —.12|—.110 .178 .338 | —.088 | —.071 .152 2210
20| —. 111 | —. .152 .320 | —.067 | —.070 . 140 .318
21 | —. 149 | —. 109 .088 .212| —.080 | —. 108 .083 .
22| —. 134 | —.138 | —. L0686 | —. 164 | —.125 | —.018 .
23| —.089 | —. 086 | —. 028 -031 | —.081 | —.029 | —. 040 .
24| ~-.035 | —. 008 .08 028 | —, —.020 | —. 053 .
25 .001 .018 048 OH - .038 L0487 .016
28 . .012 .008 | —.002 | —.010 .018 011 | —,
TABLE VII

1/40-SCALE MODEL TU. 8. 8. “AKRON"
TRANSVERSE FORCE PER FOOT LENGTH{g ON HULL WITH TAIL
8UR CAR

FACES AND COONTR

[Blsvators 20° down)
¢=12.8 1b.fsq. ft. q=22.8 1b./eq. ft.
Sta-
tion e [}
No.
(1 6° 15° 20° 0° 8° 15° 20°
110 0 0 0o - 0 0 0
2} —.001 .035| .084| .083| .o001 .037 ] .079 L0904
3| —.003| .143| .3481 .421 .00} .180] .333| .483
4 .003 | .803 171 897 017 .309| .709 . 906
5| .023| .441) LO00O)} L2837} .08 445 | 1000 | 1.293
8 N 488 | L1104 | 1,432 J047 G181 L1112 | L418
7 .058 ATT| L0968 | L379| .078] .450| 1075 | 1348
8| .043 4121 .903| L1909 057 | (422 .921| 1.176
9| .143 442 L8201 1.080| .l164| .461{ .842| L0223
10| ~.021] .198]| .867 70| .002| .2 | .58 .70
1 .029 <204 417 .578 . 060 220 .44 561
13( .01 .101 .208 .353 .028 004 .245 .313
<18 .018 . 067 L118 | .uB5 .028 .060 .148 . 284
14 | —.007 L032) .085| .123]| .007| .035]| .095| .142
15| —.034 | —.073 | —. 062 .032 | —.018 | ~.057 | —. 075 014
186! —0L) — 174 | —. 000 | —. —022 | —.079|—-.088]| .013
17 —.0341 — 091 | —. 143 | —. 061 | —.012 | —. 125 | —. 135 | —.081
18 .052 .013 002 .252 041 a0 .102 .
191 .008| .084| .308 431 .024| .042 27 .
20| .084 L1138 434 . 650 .098 us! .40/( .610
21| .120( .181 L3031 .516| .138 L1451 L3718 .514
227 .155) .192| .883[ .512| .188| .190 .305 .503
n .087 122 275 317 .088 A2 285 .313
4 .0%0 | .078 .164 1671 .08 .075| .163| .151
28 | —. 008 L0I1 | .001 | —. —-007| . . —.003




